
Standard : 220-240Vac 3 CCT with dip-switch color switchable, Philips Xitanium driver and cable through
Sensor : Standard with Mosentek sensor with remote controller and light sensor, Philips Xitanium driver and cable through
Standard + Emergency : Standard with auto-test inverter and LiFePO4 battery and Philips Xitanium driver 
Sensor + Emergency : Senor with auto-test inverter and LiFePO4 battery and Philips Xitanium driver 
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Quick Connect

ErP IP66

QC6018S

QC12036E  

QC15050E  

QC12036S  

QC15050S  

QC12036SE  

QC15050SE  

Dimension 

• Volg de volgorde van de installatie stap voor stap • Suivre la séquence de l’installation, étape par étape • Please 

follow the sequence of installation step by step • Beachten Sie vor Inbetriebnahme unbedingt die Reihenfolge der 

Installationsschritte.
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Extra info - Info supplémentaires - Additional info - Zusätzliche Info

IP66

Batterij type LiFePO4

Voltage batterij

Wattage batterij 2.5 W

Laadtijd 24 u

Levensduur batterij 3-5 jaar / 1000 schakelingen

Lumen in nood- 
toestand

Brandduur in nood- 
toestand

2.5W: 3 u

Testknop ja

Kleur indicator LED testknop

Type of battery LiFePO4

Voltage of the battery

Wattage of the battery 2.5 W

Charging time 24 hrs

Lifetime of the battery 3-5 years / 1000 ignitions

Lumen  
in emergency mode

2.5W: 280 lm

Operating hours  
in emergency mode

2.5W: 3 hrs

Test button yes

Color of the indicator of the test button

Type de batterie LiFePO4

Voltage de la batterie

Wattage de la batterie 2.5 W

Temps de charge 24 h

Durée de vie batterie 3-5 ans / 1000 allumages

Lumen en mode de 
secours

Temps de fonctionnement 
en mode de secours 2.5W: 3 h

Bouton de test Oui

Couleur de l’indicateur du bouton de test

Art der Batterie LiFePO4

Spannung batterie

Wattleistung batterie 2.5 W

Ladezeit 24 St

Lebensdauer batterie 3-5 Jahre / 1000 Schaltungen

Lumen im  
Notmodus

Brenndauer im 
Notmodus

2.5W: 3 St

Testtaste ja

Farbes des indikators der Testtaste

3000mAh-3,2 V

Half-year duration test

*Emergency power supply by EFFORT

Weekly functional test

Battery loading or loadedPermanent green

Green flashes fast

Green flashes slow

2.5W: 280 lm

3000mAh-3,2 V

2.5W: 280 lm

3000mAh-3,2 V

3000mAh-3,2 V

2.5W: 280 lm

Permanent groen Batterij laden of geladen

Groen knippert snel Wekelijkse functionele test

Groen knippert langzaam Duurtest van een half jaar

Verdure permanente Batterie en charge ou chargée

Le vert clignote rapidement Test fonctionnel hebdomadaire

Le vert clignote lentement Test de durée semestrielle

Dauergrün Batterie laden oder geladen

Grün blinkt schnell Wöchentlicher Funktionstest

Grün blinkt langsam Halbjahres dauertest
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CCT selection Phase selection  

6

- Factory setting on L3 supply to driver 

- You can simply press the terminal block 

  and move to L1 or L2 supply to driver

- After installation completed, connect the 

  battery by switch on the battery connection 

  switch

GND

L3

N

L1

L2

Normal
Power
Supply

3
-4

m

D

100% 100% 0%

Sensor bereik – distance - Bereich

Suspension wire 
Adjustable length
of 3m max for 
pendant mounted
(Optional item)

Code : WPSW

Pendant Mounted
This installaton method is good for 
high ceiling higher than 3m.

Ceiling and wall mounted
Good for most installaton 
environment.

GND

L2   L1              N      L3

3000K 4000K 5000K

GND

L3

N

L1

L2

1. Standard and Sensor models   2. All Emergency models

CCT switch 

Battery 
connection 

switchCCT switch:

Mounting method

Sensor setting

N

SL in

NE

LE

N  SL in             NE    LE

MR004 Economic On/Off  Version Remote Control

Key Function  

ON/OFF Turn on/off the light

Sensor Sensor mode

The period of light keeping 100% brightness after moving 
objects leave the detection area.

Daylight  threshold 

Hold time 

Definition of the ambient brightness;only when the ambient
brightness is lower than the preset specific lux amount, the
sensor will work; when it's preset as"disable" , the sensor
will detects motion regardless the ambient brightness.

Sensitivity
In this area, movement will be detected and able to trigger 
thesensor. 100% detection area is also known as the strong
sensitvity.

Remark There is no Mosentek logo version for option

Remote Setting Tips: When press any button,if the light is flickering one time, 
means the setting is successful.

Setting the following by Remote controller

Sensing distance     : 1-2m, 2-4m, 4-6m, 6-8m

Hold time                   : 5s, 1min, 3min, 10min

Daylight threshold   : 2Lux, 10Lux, 30Lux, 

                                     50Lux, Disable
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Sensor models 

Flexible connection

Full range of connectors and Dummy body for connectivity and flexibility

All connectors are packed with relevant connecting cables for fast and efficient connections

A variety of flexible connection methods

With all different connectors, dummy body and battens, you can make IP66 continuous connection and all 

possible configuration as per your functional and decorative installation

ElbowStraight Tee
Ref. QCSC Ref.QCLC Ref. QCTC

Cross 
Ref. QCCC Ref. QCDBC 

Dummy body 

connector

Batten Dummy Body Dummy Body Batten 

Dummy 
body 

connector

Cross TeeElbow

Dummy body BattenBatten

Length 

L1(mm) 

QC60DB 600 460 

QC120DB 

6383 

6383 

QC1505DB 6383 1500 1360

1200 1060 

Length 

L2(mm) 

Width 

W(mm) 

Height 

H(mm) Model

1. Wiring diagram of Standard models 

2. Wiring diagram of models with Emergency supply

3. Wiring diagram of sensor models

4. Wiring diagram of models with sensor and emergency supply 
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New Xitanium 
Non-isolated driver

Live connected on incoming side for Easy switching to L1 or L2
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MD005R

Live connected on incoming side for Easy switching to L1 or L2
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